	Item

No.
	Model

No.
	DESCRIPTION
	Q’TY
	
	

	
	LM-AH45T
	HIGH SPEED BLOWN FILM Machine
	1 SET
	
	

	
	
	
	
	
	

	
	
	Specification: 
	
	
	

	
	
	Suitable Material: HDPE/LDPE
	
	
	

	
	
	Max. Film Width (mm): 750
	
	
	

	
	
	Pinch Roller Width (mm): 800
	
	
	

	
	
	Thickness of Film (mm): HDPE: 0.008~0.07

LDPE: 0.012~0.2
	
	
	

	
	
	Max. Output (Kg/Hr.): HDPE: 70 LDPE: 80
	
	
	

	
	
	Extruder
	
	
	

	
	
	 Screw Dia. (mm): φ 45
	
	
	

	
	
	 Screw L/D Ratio: 28: 1
	
	
	

	
	
	 Screw & Barrel: SACM1 (Made in Europe)
	
	
	

	
	
	 Barrel Heater Capacity (Kw): 6
	
	
	

	
	
	 Barrel Auto Thermo Control: 3 Points
	
	
	

	
	
	 Air Cooling Blower : 1/6 HP  
	
	
	

	
	
	 Driving Motor: 25 HP
	
	
	

	
	
	 Screen Changer: square type
	
	
	

	
	
	Die
	
	
	

	
	
	 Die Dia. (mm): HDPE: φ 60~120 or

LDPE: φ 80~150 

(Only one die offer)
	
	
	

	
	
	 Die Heater Capacity (Kw): 5.5
	
	
	

	
	
	 Die Thermo Control: 2 Points
	
	
	

	
	
	 Air Cooling Ring: 1 Set
	
	
	

	
	
	 Air Cooling Blower: 5 HP
	
	
	

	
	
	Take-Up Unit
	
	
	

	
	
	Bubble Stabilizer: Iris Wire Type
	
	
	

	
	
	Take-up Roller( mm): φ 162.5 x 800
	
	
	

	
	
	Take-up Motor : AC 1 HP
	
	
	

	
	
	Take-up Speed (M/min.): Max. 100
	
	
	

	
	
	 2nd Take-Up Roller (mm): φ 80 x 800
	
	
	

	
	
	 2nd Take-Up Motor (Kg.cm): 10
	
	
	

	
	
	Winding Unit
	
	
	

	
	
	 Max. Width (mm): 750
	
	
	

	
	
	 Film Roll Max. Dia.(mm): φ 900
	
	
	

	
	
	 Winding Motor (Kg.M): 0.3
	
	
	

	
	
	 Max. Power Required (Kw): 38KW
	
	
	

	
	
	Machine Size (L x W x H): 4.6 x 3.0 x 4.8 M
	
	
	

	
	
	OPTION: 
	
	
	

	
	
	1.Rotary Device
	1 Set
	
	

	
	
	2. Surface treater
	1 Set
	
	

	
	
	3.Winder up grade to from AF-800 to BF-800 (Back to Back winder) (Manual cut to change roll)+Tension control unit
	1 Set
	
	

	
	
	4. Embossing Device
	1 Set
	
	

	
	
	5.Auto loader
	1 Set
	
	

	
	
	6. Film width controller
	1 Set
	
	

	
	
	9. Screen Changer
	1 Set
	
	

	
	
	10. Master batch
	2 Sets
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	E.
	CFP 2080
	IN LINE FLEXOGRAPHIC PRINTING MACHINE DOCTOR BLADE SYSTEM IN LINE
	1 SET
	
	

	
	
	
	
	
	

	
	
	Specification :
	
	
	

	
	
	Suitable of Material: PE(HDPE/LDPE/LLDPE)、 PP(BOPP/CPP)、 Paper & Similar Flexible Material
	
	
	

	
	
	Print Station: 2
	
	
	

	
	
	Max. Printing Width: 800mm
	
	
	

	
	
	Repeat Printing Length: 280-1100mm
	
	
	

	
	
	Print Rubber Plate Thickness (thickness of twin adhesive type is Included: 3mm
	
	
	

	
	
	Max Machine Speed: 120M/min.
	
	
	

	
	
	Max. Print Speed: 100M/min
	
	
	

	
	
	Main Motor: 2HP(AC with inverter for speed variation)
	
	
	

	
	
	Heat Source: Electric Heater 4.8KW
	
	
	

	
	
	Exhaust: 2HP x 1set
	
	
	

	
	
	Blower: 2HP x 1set
	
	
	

	
	
	1) Automatic oil pressure plate cylinder raise during print stop 
	
	
	

	
	
	2) Special tapered cylinder seat design providing complete rigidity & vibration free running
	
	
	

	
	
	3) Anilox Roller: 
	
	
	

	
	
	Ceramic Screen Count: 400LPI
	
	
	

	
	
	*(Screen lpi of Anilox Roller available according to customer requirement be extra charge)
	
	
	

	
	
	4) The hot air fan & blower with respective heaters for ink drying to increase production speed.
	
	
	

	
	
	5) Doctor Blade System
	
	
	

	
	
	Option:
	
	
	

	
	
	1. Ink Pump
	2 Sets
	
	

	
	
	Special Offer
	
	
	

	
	
	2. Ink Pump
	 2 Sets
	
	


